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NATIONAL

FOREWORD

This Indian Standard which is identical with IS0 7568 : 1986 `Woodworking machines Thickness planing machines with rotary cutterblock of one-side dressing - Nomenclature and acceptance conditions' issued by the International Organization for Standardization ( IS0 ), was adopted by the Bureau of Indian Standards on the recommendations of the Woodworking Machine Tools Sectional Committee ( PE 01 ) and approval of the Production * Engineering Division Council. This standard was first issued in 1974. Consequent upon the publication of IS0 7568 : 1986, this standard has been revised by adopting IS0 7568, to bring it in line with IS0 standard. In this revision, clause references of IS0 230-l : 1986 for method of tests has been incorporated which were not there earlier. The text of the IS0 standard will be approved as suitable for publication as Indian Standard without deviations. Certain conventions are, however, not identical to those used in Indian Standards. Attention is particularly drawn to the following: a) Comma ( , 1 has been used as a decimal marker in the International Standard while in Indian Standards, the current practice is to use point ( . ) as the decimal marker. b) Wherever the words `International Standard' appear, referring to this standard, they should be read as `Indian Standard'. In this adopted standard, reference appears to IS0 230-I : 1986. The Indian Standard IS 2063 : 1988 Acceptance code for machine tools - Geometrical accuracy of machines operating under no-load or finishing conditions ( first revision > which is identical with IS0 230-l : 1986 is to be substituted in its place. The concerned technical committee has reviewed the provisions of IS0 7984 : 1987, referred in this adopted standard and has decided that it is accepted for use in conjunction with this standard.
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Scope and field of application

3

Preliminary

remarks

This International Standard specifies the appropriate terminology for each part of the machine and, with reference to IS0 23U1, the geometrical tests for thickness planing machines with rotary cutterblock for one-side dressing; it also gives the corresponding permissible deviations which apply to machines of general purpose use and normal accuracy.

3.1 In this International Standard all dimensions and permissible deviations are expressed in millimetres.

3.2 To apply this International Standard, reference should be made to IS0 230/l, -especially for installation of the machine before testing, the warming up of the cutterblock and other moving parts, and description of measuring methods. The measuring instruments shall not permit errors over l/3 of the tolerances being checked.

This International Standard deals only with the verification of accuracy of the machine. It does not apply to testing the running of the machine (vibrations, abnormal noises, stick-slip motion of the components, etc.), nor to its characteristics (speeds, feeds, etc.) which should generally be checked before testing accuracy. This International Standard does not impose any practical test for thickness planing machines with rotary cutterblock for oneside dressing. Practical tests should be exceptions and have to be stated in a previous agreement between the manufacturer and the user. This International Standard applies to those designated by the number 12.212 in IS0 7984. machines

3.3 The sequence in which the geometrical tests are given is related to the sub-assemblies of the machine and this in no way defines the practical order of testing. In order to make the mounting of instruments or gauging easier, tests may be applied in any order.

3.4 It is not always possible nor necessary to carry out all the tests given in this International Standard.

3.5 It is up to the user to choose, in agreement with the manufacturer, those tests relating to the properties which are of-interest to him, but these tests shall be clearly stated when ordering a machine.

2

References

3.6 A movement is longitudinal when it takes place in the working direction of the piece.

IS0 m/l, Acceptence code for mechine tools - Pert 1: &metric eccuracy of the m8chine operating under no load or finishing conditions. IS0 7984, Wooabvorking nwchines - Technicel clessifimtion of woodworking and suxiliery mechines. 1)

3.7 When establishing the tolerance for a measuring range different from that given in this International Standard (see clause 2.311 in IS0 230/l), it should be taken into consideration that the minimum value of the tolerance is 0.01 mm.

1) At presentat the stage of draft.
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English deference Thickness planing machines with rotary cutterblock for one-side dressing Fmmework Main frame Feed of workpiece and/or tools

1 I.1 2 2.1 2.2 2.3 2.4 2.5 2.6 2.7 2.9 2.9 2.10 3 3.1 3.2 3.3 3.4 3.5 3.6 4 4.1 4.2 4.3 5 5.1 6 6.1 6.2 6.3 6.4 6.5 6.6 7 7.1 7.2 6 8.1 8.2 8.3 a.4 9 10 10.1

lnfeed feed roler Outfaad feed roller Table roller Table extension roller lnfwd roller drive sprocket Outfeed roller drive sprocket Feed roller drive chain Speed reduction gaarbox VariaMe spead gear Tensioning idler sprocket Workpiece support clamp and guide

Table Chain transmission for table rise and fall movement Table extension Table elevating screw lnfaed pressure bar Outfead pressure bar Tool-holdem and tools

Blades Cutterblock wedge Cuttarblock Workheeds and tool drives

Cutterblock bearing Controh Starting switch Table vertical adjustment Feed spead adjustment Fed engagement lever Table roller adjustment Tabls ver6cal adjustment lock Sefety devlcw Anti-kick-back fingers Depth cut limiter Miscellaneous Hood Access door to contr?l gear Dust extraction outlet Scale for thicknesaing (clause free) Exempler

*

of work

Thicknassing
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NO.

Acceptance

conditions

and permissible

deviatiorr's -

Geometrical

tests
Permissible deviations Measuring instruments Observations and ieferences in IS0 23011test code

Diagram

Object

a) and b) 026 for A < 1 CO6 0,30 for A > 1 Ooo c) 0,lO for B < 400 0,15 for 400 < 5 < 1 Ooo 0,20 for B > 1 Ooo
Straightedge and

Checking of flatness of the table: a) longitudinal straightness Gl b) diagonal straightness c) transverse straightness

Clauses 5.212 and 5.222 For checking cl, measure in two places each about 56 mm on either side of the cutterblock. Flat to convex.

feeler gauges

2
Measuring of run-out of the table rollers Clause 5.612.2 0,15 Dial gauge Checked at the ends and centre of each roller.

G2
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No.

Olegmm

Objsct

PermiuiMe deviations

Mwsiwing

Obsewations end references in IS0 Poll test code

Clause 6.612.2 a) Where the blade setting device is carried from the block shoulders, check on the shoulders. b) Where the blade setting device is carried from the cutterblock, check on the block.

Measuring of run-out of ttie cutterblock

0.03

Dial gauge
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Mark

The use of the Standard Mark is governed by the provisions of the Bureau of Indian Standards Act, 1986 and the Rules and Regulations made thereunder. The Standard Mark on products covered by an Indian Standard conveys the assurance that they have been produced to comply with the requirements of that standard under a well defined system of inspection, testing and quality control which is devised and supervised by BIS and operated by the producer. Standard marked prod zts are also continuously checked by BIS for conformity to that standard as a further safeguard. Details of conditions under which a licence for the use of the Standard Mark may be granted to manufacturers or producers may be obtained from the Bureau of Indian Standards.

Bureau of Indian Standards BIS is a statutory

institution established under the Bureau of Indian Standards Act, 1986 to of standardization, marking and quality promote harmonious development of the activities certification of goods and attending to connected matters in the country.
Copyright

No part of thes: publications may be reproduced BIS has the copyright of all its publications. in any form without the prior permission in writing of BIS. This does not preclude the free use, in the course of implementing the standard, of necessary details, such as symbols and sizes, type Enquiries relating to copyright be addressed to the Director or grade designations. ( Publications ), BIS.
Revision of Indian Standards

and amendments, if Indian Standards are reviewed periodically and revised, when neceisary any, are issued from time to time. Users of Indian Standards should ascertain that they are in Comments on this Indian Standard may be possession of the latest amendments or edition. sent to BIS giving ohe following reference: Dot : No. PE 01 ( 0021 )
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